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Messung Ganggenauigkeit:
Messbereich:
Auflösung:
Genauigkeit:

±1000 s/t
0.1 s/t
±0.1 s/t

Frequenz:
Automatische Erkennung der gängigen Schlagfrequenzen: 7'200 bis 72'000 S/h
Manuelle Eingabe aller anderen benutzerdefinierten Werte
Schweizer Ankerhemmung (weitere Hemmungen in Entwicklung)

Amplitude:
Messbereich:
Auflösung:
Genauigkeit:
Hebewinkel:

70 to 360°
1°
±1°
10 to 90°

Abfallfehler:
Auflösung:
Genauigkeit:

0.1 ms
±0.1 ms

Technologie XMOS
Prozessor:
Audio Klasse 2 Asynchroner USB-Anschluss
Hochfrequenz TCXO Masterclock
USB Plug-and-Play
Plattformübergreifend (Windows, Android, iOS)

Merkmale:
Automatische oder manuelle Verstärkungsregelung
Integrierter 3-Achsen-Beschleunigungssensor
Automatische Erkennung der 6 Hauptpositionen

Gerät Gehäuse:
Schwarz eloxiertes Aluminiumgehäuse
Soft-Touch-Beschichtungen
Spielfreie 45°-Positionierung
Schicker Gummihalter für schwere Uhren

Windows Pro App:
Multi-Sensor-Management für parallele Messungen
Lokale oder Netzwerkdatenbank für Ergebnisse und Messparameter
PDF- und CSV-Exporte
Taktile und reaktionsfähige Benutzeroberfläche

Schnittstelle: USB Typ-C
USB-Kabel Typ-C zu Typ-A inklusive
Abmessungen: 120x140x156 mm (BxHxT)
Gewicht: 960 g

Software

Parameter:
Integrationszeit: 2 s bis 240 s
Stabilisierungszeit: 0 s bis 60 s
Messzeit: 30 s bis ∞
Warnanzeige für Ergebnisse außerhalb des Bereichs

Betriebssystemanforderungen:
Windows 10, Version 1703 und höher
Accuracy Pro ist auch mit iOS und Android ONEOF Apps kompatibel



ONEOF®
Petitpierre SA - Chemin des Murgiers 12 - CH-2016 Cortaillod - Switzerland

info@one-of.com

0.2ms
BEAT ERROR

+1.8 s/d
ACCURACY RATE

268°
AMPLITUDE

SIGNAL RELIABILITY: 98%FREQUENCY: 4Hz / 28'800b/h28STATE: STABILIZING

48h 12m 36s

Accuracy Pro: ACCP00308

CH

MEASUREMENT

Lift angle 51°
Frequency Auto
Type Swiss

TIME MANAGEMENT

Integration 20s

Stabilization 30s

Measurement ∞

DISPLAY

POSITION

Rate accuracy -4...+6s/d

Beat error 0.0...0.8ms

Lower -4s/d

Upper +6s/d

Amplitude 220...320°

Param_cal_17

PARAMETERS

Parameters

Data

Accuracy Pro

Accuracy Pro

CH CB 9H 6H 3H 12H

0.2ms
BEAT ERROR

+1.8 s/d
ACCURACY RATE

268°
AMPLITUDE

SIGNAL RELIABILITY: 98%FREQUENCY: 4Hz / 28'800b/h28STATE: STABILIZING

48h 12m 36s

Accuracy Pro: ACCP00308

CH

MEASUREMENT

Lift angle 51°
Frequency Auto
Type Swiss

TIME MANAGEMENT

Integration 20s

Stabilization 30s

Measurement ∞

DISPLAY

POSITION

Rate accuracy -4...+6s/d

Beat error 0.0...0.8ms

Lower -4s/d

Upper +6s/d

Amplitude 220...320°

Param_cal_17

PARAMETERS

Parameters

Data

Accuracy Pro

Accuracy Pro

350

300

250

200

150

Am
pl
itu
de

[d
eg
]

-20

-10

0

10

20

60h48h36h24h12h

Ra
te
[s/
d]

0.2ms
BEAT ERROR

+1.8 s/d
ACCURACY RATE

268°
AMPLITUDE

SIGNAL RELIABILITY: 98%FREQUENCY: 4Hz / 28'800b/h28STATE: STABILIZING

48h 12m 36s

Accuracy Pro: ACCP00308

CH

MEASUREMENT

Lift angle 51°
Frequency Auto
Type Swiss

TIME MANAGEMENT

Integration 20s

Stabilization 30s

Measurement ∞

DISPLAY

POSITION

Rate accuracy -4...+6s/d

Beat error 0.0...0.8ms

Lower -4s/d

Upper +6s/d

Amplitude 220...320°

Param_cal_17

PARAMETERS

Parameters

Data

Accuracy Pro

Accuracy Pro

200 240 260 300 320 360280

AVERAGE: 266deg DEVIATION: 18deg

-300 -20 -10 +10 +20 +3000

AVERAGE: +1.0s/d DEVIATION: 0.2s/d

0.2ms
BEAT ERROR

+1.8 s/d
ACCURACY RATE

268°
AMPLITUDE

SIGNAL RELIABILITY: 98%FREQUENCY: 4Hz / 28'800b/h28STATE: STABILIZING

48h 12m 36s

Accuracy Pro: ACCP00308

CH

MEASUREMENT

Lift angle 51°
Frequency Auto
Type Swiss

TIME MANAGEMENT

Integration 20s

Stabilization 30s

Measurement ∞

DISPLAY

POSITION

Rate accuracy -4...+6s/d

Beat error 0.0...0.8ms

Lower -4s/d

Upper +6s/d

Amplitude 220...320°

Param_cal_17

PARAMETERS

Parameters

Data

Accuracy Pro

Accuracy Pro

Deviat ion

Average

12H

3H

6H

9H

CB

CH

0.2

+4.2

+22.8

+0.8

-3.2

+1.6

Rate

28

243

212

245

258

262

Amplitude

0.1

0.3

0.8

0.2

0.1

0.2

Beat error
CH CB

9H

6H3H

12H

+20

+10

0

-10

-20

Diagramm-Anzeige

Streuungs-Anzeige

Graphische-Anzeige

Tabellarische und Radardiagramm-Anzeige

Schlaggeräusch-Anzeige

0.2ms
BEAT ERROR

+1.8 s/d
ACCURACY RATE

268°
AMPLITUDE

SIGNAL RELIABILITY: 98%FREQUENCY: 4Hz / 28'800b/h28STATE: STABILIZING

48h 12m 36s

Accuracy Pro: ACCP00308

CH

MEASUREMENT

Lift angle 51°
Frequency Auto
Type Swiss

TIME MANAGEMENT

Integration 20s

Stabilization 30s

Measurement ∞

DISPLAY

POSITION

Rate accuracy -4...+6s/d

Beat error 0.0...0.8ms

Lower -4s/d

Upper +6s/d

Amplitude 220...320°

Param_cal_17

PARAMETERS

Parameters

Data

Accuracy Pro

Accuracy Pro

0ms 6ms 12ms 24ms 30ms 36ms18ms


